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Total Harmonic Distortion  : <0,08%(1KHz)
s]gnal ta Noise Ratio : >85dB
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the purity of sound

Subwoofer Killtec dldﬁa a 'a;r .:;yang mengusung

suara bass dengan su i5c

sound wrfh ar aimcrsg}hwa
who require a sufter bass ar
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Loud measm’mg iE mcha& which is Kilftec SQL 12 " Conatm:;:fmn ﬂuﬁw'ﬂoferuamg the framewrork of
a solid die-cast as the frame ftis necessary to compensate mﬁ"ﬂ?e ‘size: of 8 large magnet. The mag-
nitude of the: magnetn: muﬁrcares this subwoofer ready lauchad with tight sound. SOL subwoofer is
available in the double v:_:uce ‘Coil that can be mounted in parafiel so as to provide excessive firmness.

- TECHNICAL SPECS
e ~ Freguency Response  ; 20Hz — 250Hz
# . Power Handling : 100Watts
| Sensitivity | 88dBMWatt/Meter
- Impedance . 40hm
Ty, e , '_ Size » 12" Subwoofer
T Cong's Material . Polypropylene
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.\ FORMORE INFORMATION,
: AE TO YOUR NEAREST AUDIO CAR DEALER
L~ ORGALE BEONy |
T, +62 21 9988 6633
centeraudioldgegmail .com

. www.genetic-foss.com

genelic. fnsg '.'E’{};}'gilﬁ?i::-fr1nﬁ ] ﬁ dipenetic-foss
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